DATET IMEs¢$ TIMEs$$|$PRF¢ $DGN$ STATE PROJECT NUMBER SHEET NO. TOTAL SHEETS
$USER¢$ $$PENTABLE$$ GA CSSFT-0008-00(534)
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SURFACING QUANTITIES SUMMARY OF DRIVEWAY QUANTITIES
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STATION & SIDE ROAD N

STA. 16+99, RT SR 247C 5
RECYCLED ASHP. CONC. 2. 5mm SUPERPAVE TN STA 22¢17 AT SR 2470 T

RECYCLED ASPH. CONC. 19mm SUPERPAVE TN STA. 23194, RT SR 247C 6
RECYCLED ASPH. CONC. 25mm SUPERPAVE TN STA. 23195, LT SR 247C 19
GRADED AGGREGATE BASE COURSE TN STA. 2556, LT SR 247C 20
ASPH. CONC. LEVELING ™V STA. 41405, RT SULLIVAN RD 6
BITUM TACK COAT : GAL STA. 43+02, LT SULLIVAN RD 5
PfAIN PC CONC. PAVEMENT, STAMPED & COLORED, 10 Sy STA. 4405, RT SULLIVAN RD 13
4 .CONCRETE S/DEWALK SY 0 STA. 44+88, LT WALKER RD
30* CURB AND GUTTER TP 2 LF STA. 48+10, LT WALKER RD

5
5
4" HEADER CURB TP 9 LF STA. 49+80, RT WALKER RD 5 COMMERC!AL ASPHALT
7%"' CONCRETE MEDIAN SY STA. 50+71, LT WALKER RD 5 RESIDENTIAL ASPHALT
VARIABLE DEPTH MILLING SY STA. 55+20, RT WALKER RD RESIDENTIAL CONCRETE
STA. 56+28, RT WALKER RD RESIDENTIAL CONCRETE
STA. 58+55, RT WALKER RD RESIDENT!AL CONCRETE
AS DIRECTED

PAVEMENT RE|NFORCEMENT GRADING COMPLETE TOTAL
FABRIC STRIPS - TYPE 2 CSSFT—0008-00(534) -

TOTAL 4850 LF
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COMMERCIAL ASPHALT
55 | COMMERCIAL ASPHALT
COMMERCIAL ASPHALT
COMMERCIAL ASPHALT
CONMMERC I AL ASPHALT
COMMERCIAL ASPHALT
RESIDENTIAL ASPHALT
COMMERCIAL ASPHALT
RESIDENTIAL ASPHALT
COMMERC | AL ASPHALT

i ||~ M

OVEREXCAVATION OF

NOTE: PLACEMENT OF REINFORCEMENT FABRIC STRIFS AS DIFECTED VT CONTAM INATED SO/1S
CSSFT-0008-00(534) LUMP SUM REQU/RED 100 ¢r
AGGREGATE SURFACE COURSE
AS REQUIRED 2100 TN
FOR USE IN INCLEMENT WEATHER TO FACILITATE THE MOVEMENT SAWED JOINTS IN EXIST
o T s o T PAVEWENTS - PCC

SECTION 318 OF GEORGIA STANDARD SPECIFICATIONS IS MODIFIED AS REQUIRED 30 LF
TO PERMIT TRUCK DUMPING ON UNPAVED AND MUDDY SUBGRADE .

USE ON _CONSTRUCT TON

THE CONTRACTOR WILL HAVE THE CHOICE OF THE FOLLOWINe
MATERIALS .

GRADED AGGREGATE - ART. 815. 0/ CHANGEABLE MESSAGE SIGN -
PORTABLE, TYPE 3

COARSE AGGREGATE - SIZE - 467 - ART. 800.0/
STABILIZER AGGREGATE - TYPE | OR 2 - SECT. 803
ALL WATERIALS TO BE USED AS DIRECTED BY THE ENGINEER . TOTAL 2 EACH

CLASS 'B' CONC.,
BASE OR PVMT WIDENING WO0D FENCE - 6 FT

TOTAL 10 CY 20 FT

CONCRETE RIGHT-_ OF- WAY
MARKERS - GA. STD. 9003

TOTAL 49 EA
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